§429.10

429.153 Effluent limitations representing
the degree of effluent reduction attain-
able by the application of the best avail-
able technology economically achievable
(BAT). [Reserved]

429.154 New source performance standards
(NSPS).

429.155 Pretreatment standards for existing
sources (PSES).

429.156 Pretreatment
sources (PSNS).
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Subpart O—Wood Furniture and Fixture
Production Without Water Wash Spray
Booth(s) or Without Laundry Facilities
Subcategory

429.160 Applicability; description of the
wood furniture and fixture production
without water wash spray booth(s) or
without laundry facilities subcategory.

429.161 Effluent limitations representing
the degree of effluent reduction attain-
able by the application of the best prac-
ticable control technology currently
available (BPT).

429.162 Effluent limitations representing
the degree of effluent reduction attain-
able by the application of the best con-
ventional pollutant control technology
(BCT). [Reserved]

429.163 Effluent limitations representing
the degree of effluent reduction attain-
able by the application of the best avail-
able technology economically achievable
(BAT).

429.164 New source performance standards
(NSPS).

429.165 Pretreatment standards for existing
sources (PSES).

429.166 Pretreatment
sources (PSNS).

standards for new

Subpart P—Wood Furniture and Fixture Pro-
duction With Water Wash Spray
Booth(s) or With Laundry Facilities Sub-
category

429.170 Applicability; description of the
wood furniture and fixture production
with water wash spray booth(s) or with
laundry facilities subcategory.

429.171 Effluent limitations representing
the degree of effluent reduction attain-
able by the application of the best prac-
ticable control technology currently
available (BPT).

429.172 Effluent limitations representing
the degree of effluent reduction attain-
able by the application of the best con-
ventional pollutant control technology
(BCT). [Reserved]

429.173 Effluent limitations representing
the degree of effluent reduction attain-
able by the application of the best avail-
able technology economically achievable
(BAT).
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429.174 New source performance standards
(NSPS).

429.175 Pretreatment standards for existing
sources (PSES).

429.176 Pretreatment
sources (PSNS).

AUTHORITY: Secs. 301, 304(b), (c), (e), and
(9), 306(b) and (c), 307(a)(b) and (c) and 501 of
the Clean Water Act (the Federal Water Pol-
lution Control Act Amendments of 1972, as
amended by the Clean Water Act of 1977) (the
“Act’’); 33 U.S.C. 1311, 1314(b), (c), (e), and (9),
1316(b) and (c), 1317(b) and (c), and 1361; 86
Stat. 815, Pub. L. 92-500; 91 Stat. 1567, Pub. L.
95-217.

SOURCE: 46 FR 8285, Jan. 26, 1981, unless
otherwise noted.
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GENERAL PROVISIONS

§429.10 Applicability.

This part applies to any timber prod-
ucts processing operation, and any
plant producing insulation board with
wood as the major raw material, which
discharges or may discharge process
wastewater pollutants to the waters of
the United States, or which introduces
or may introduce process wastewater
pollutants into a publicly owned treat-
ment works.

§429.11 General definitions.

In addition to the definitions set
forth in 40 CFR part 401, the following
definitions apply to this part:

(@) The term ‘‘hydraulic barking”
means a wood processing operation
that removes bark from wood by the
use of water under a pressure of 6.8 atm
(100 psia) or greater.

(b) The terms ‘‘cubic feet’” or ‘“‘cubic
meters’ of production in subpart A
means the cubic feet or cubic meters of
logs from which bark is removed.

(c) The term ‘‘process wastewater”
specifically excludes non-contact cool-
ing water, material storage yard runoff
(either raw material or processed wood
storage), boiler blowdown, and waste-
water from washout of thermal
oxidizers or catalytic oxidizers, waste-
water from biofilters, or wastewater
from wet electrostatic precipitators
used upstream of thermal oxidizers or
catalytic oxidizers installed by facili-
ties covered by subparts B, C, D or M to
comply with the national emissions
standards for hazardous air pollutants
(NESHAP) for plywood and composite



